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** ALWAYS READ THE MSDS SHEET **

Murakami 801 Screen Degreaser eliminates the problems caused by screen mesh 
contamination on all types of fabric. DGR-801 safely controls water hardness, 
cleans all unwanted residue left on the mesh, and creates a powerful “sheeting” 
action that reduces pin hole and adhesion problems.

Low VOC’s, non hazardous, biodegradable and drain safe.
Safe for use with emulsions and capillary film systems.
High load capacity to reduce usage and costs.
Very low odor. 

All ink must be removed and the screen washed with either SC-501, SC-505 or SC-507 
screen cleaner depending on ink system used.  Emulsion can be removed with ER-601 
or ER-605 and a high pressure spray.  Rinse the entire screen thoroughly with water.

 
Spray or wipe DGR-801 onto both sides of the screen. Then brush or scrub
DGR-801 into the mesh with a clean brush.

Rinse thoroughly with water.

IMPORTANT:  Technical data herein is believed to be accurate.  It is offered for your consideration, 
investigation, and verification.  Buyer assumes all risk of use, storage, and handling of the product.  
No warranty, express or implied is made, including but not limited to, implied warranties of 
merchantability and fitness for a particular purpose.  Nothing contained herein shall be considered
as a license to operate under, or recommendation to infringe any patents.

  MURAKAMI 
MURAKAMI SCREEN USA, INC. 745 Monterey Pass Rd. Monterey Park, CA 91754

TEL: 323.980.0662, FAX: 323.980.0659 www.murakamiscreen.com
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Paso 3:

Paso 2:

Paso 1:

COMO UTILIZAR:

APLOCACIONES

VENTAJAS:
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       ** Siempre lea la hoja MSDS **

Murakami 801 Pantalla Desengrasante elimina los problemas causados   por la malla 
de la pantalla contaminación en todos los tipos de tejido. DGR-801 con seguridad
controla la dureza del agua, limpia todos los residuos no deseados a la izquierda en la 
malla, y crea un poderoso "chapa" acción que reduce estenopeica y problemas 
de adherencia. 

VOC bajas, no peligrosos y biodegradables y seguros drenan
Seguro para su uso con las emulsiones y los sistemas capilares de la película.
Larga la capacidad de trabajo para reducir el uso y los costos.
Muy bajo olor. 

Toda la tinta se debe quitar y lavar la pantalla, ya sea con SC-501, SC-505 y SC 507. 
limpiador de pantalla según el sistema de tinta utilizada. Emulsión se puede quitar con ER-601. 
o ER-605 y un aerosol de alta presión. Lavar toda la pantalla con abundante agua.

 
Rocíe o limpiar DGR-801 en ambos lados de la pantalla. A continuación, cepille o frote
DGR-801 en la malla con un cepillo limpio.

Enjuagar con abundante agua.

IMPORTANTE: aquí los datos técnicos se cree que es exacta. Se ofrece para su consideración,
investigación y verificación. El comprador asume todos los riesgos del uso, almacenamiento y 
manipulación del producto.
 
 
Ninguna garantía, expresa o implícita, incluyendo pero no limitado a, las garantías implícitas de
comerciabilidad y adecuación para un propósito particular. Nada de lo contenido aquí se considerará
como una licencia para operar, o recomendación para infringir cualquier patente.

  MURAKAMI 
MURAKAMI SCREEN USA, INC. 745 Monterey Pass Rd. Monterey Park, CA 91754

TEL: 323.980.0662, FAX: 323.980.0659 www.murakamiscreen.com
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HOJA DE DATOS TÈCNICOS DEL PRODUCTO


