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Murakami Super Strip P is an excellent emulsion remover for all types of pure 
photopolymer, dual cure, and diazo based direct emulsions and capillary films. 
Super Strip-P is a powder concentrate that can be made full strength for maximum 
dissolving power or diluted for economy.  Super Strip-P is packaged in 1 lb. (453 
gram) containers.

1. Concentrated: Dilute 2-3 oz (50 grams) of Super Strip with 1 gallon of water.
2. Safe for use with emulsions and capillary film systems.
3. High load capacity to reduce usage and costs.
4. Mixes easily with tap water.
5. Low VOC, non hazardous, biodegradeable, drain safe. (Always check with local 
waste authorities  before use.)

Step 1
Remove all ink from screen, flush screen with water.

Step 2
Spray or wipe Super Strip P onto both sides of the screen.  Allow 30 - 60 seconds to 
allow time for chemsitry to soften emulsion.

Step 3
Remove emulsion with high pressure fan spray, rinse thouroughly prior to degreasing 
mesh.

IMPORTANT: The technical data herein is believed to be accurate.  It is offered for your consideration, 
investigation and verification.  Buyer assumes all risks of storage and handling of this product.  No 
warranty is expressed or implied and includes but is not limited to; implied warranties of the merchantability 
and fitness for a particular purpose.  Nothing contained herein shall be considered as a license to operate 
under, or recommendation to infringe on any patents.


